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Standard Specifications

Specifications
Shot blasted, stainless steel frame (304) 
with select grade hardwood slats, finished 
with a natural oil.

Sub-surface mounted.

Dimensions
L 1800mm W 580mm H 430mm

Semi-Bespoke
This piece can be customised to suit  
your specific needs. Please contact us  
to discuss the possibilities.

S302 Bench

FRONT VIEW

TOP VIEW PICTORIAL VIEW

SIDE VIEW

Components Material Grade Process Finish Colour

Frame S/S 304 Fabricated Linished - #4 Electropolished

Slats Australian Hardwood Select Grade Machined DAR Natural Oil

Fixings S/S 304 - - Raw

STREET EQUIPMENT

4. Do not scale from drawings. Use dimensions provided if this 

GENERAL NOTES:
1. All dimensions in millimetres unless otherwise shown.
2. Tolerances

     is insufficient or ambiguous contact HUB for clarification

-Linear are  1,0mm unless marked with * then 0.5mm
-Angular are 0.5 unless specified otherwise.
-Holes and radii  0.5mm unless specified otherwise.

3. No deviation from drawing will be accepted without prior 
     written approval.

15/06/2009 ASupersedes HUB02614-B RW

fixings and tapped Stainless Steel unless stated.

ASSEMBLY NOTES:
1. All fasteners to be included in supply of assembly unless 
     otherwise indicated by HUB. 
2. All surfaces to be free from marks and scratches.
3. Use a Nickle based anti-seizure lubricant between Stainless 

4. Predrill Wooden slats prior to screwing to avoid splitting
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PARTS LIST
NO. TITLE MATERIAL DRAWING # Default/QTY.

1 S3-Bench-Frame 304 Stainless Steel 0003-051 1
2 Timber Slat 40 x 40 Spotted Gum 0003-352 12
3 Wood Screw-Csk-Phillips-14gx32 304 Stainless Steel - 36
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assure the slats are equally spaced when 
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NOTE: Drill pilot holes into timber before 
screwing the unit together. Use a jig to 
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